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This paper investigates the duration of the Partitioning and Transmutation process for different efficien-
cies in the total mass reduction of high-level waste by describing the mass flow during the process.
Besides the transmutation and partitioning efficiency per fuel cycle, the impact of the deployed thermal
power and the refreshing time, which is the sum of cooling, reprocessing, and fabrication time, was ana-
lyzed. It was discovered that besides the transmutation efficiency the refreshing time has a significant
impact on the duration. The molten salt reactor concept is proposed in order to realize this potential
for shortening the time consuming P&T process.
 2015 The Authors. Published by Elsevier Ltd. This is an openaccess article under the CCBY license (http://
creativecommons.org/licenses/by/4.0/).1. Introduction
The utilization of nuclear power by fission leads to a build-up of
radioactive nuclides. While most of the fission products are stable
or short lived, the long-lived ones are considered as responsible for
the effective dose by a direct disposal in deep geological structures
(Renn, 2014; Von Lensa et al., 2008). Together with transuranic ele-
ments (TRU), they represent the high level waste (HLW). While
plutonium as major part of TRU can be used nowadays as Mixed
oxide (MOX) fuel (Carbajo et al., 2001; Ramirez et al., 2012), the
minor actinides (MA) such as americium, curium, and neptunium
are not considered as fuel for present nuclear power plants.
The further use of TRU and long-lived fission products after
Partitioning (P) has been investigated for different fuel cycle strate-
gies (Von Lensa et al., 2008; OECD, 2002; Hyland and Gihm, 2011).
Due to its neutronic properties, the usage of MA in critical reactors
is limited (Zhang et al., 2013). Therefore, only small MA quantities
could be used in homogeneous transmutation cores. This
would, however, prevent a build-up of most of the transuranic
elements (Ochoa et al., 2013; Song et al., 2008; van Rooijen and
Kloosterman, 2009).
A sub-critical reactor, realized by an accelerator-driven system
(ADS), allows better core loading flexibility, especially to accom-
modate very high minor actinide inventories (Malambu et al.,2004; Artioli et al., 2008). Therefore, it is a useful option to inciner-
ate MA efficiently, as suggested in the double-strata fuel cycle
(Oigawa et al., 2011).
In conclusion, Partitioning and Transmutation (P&T) offers an
opportunity to reduce the quantity of TRUs by converting it into
shorter-lived fission products. This could reduce volume, decay
heat, and radiotoxicity of the HLW in a long-term disposal.
Maximize P&T efficiency requires a high burn-up to minimize the
number of reprocessing cycles, in which losses occur. Assuming a
high burn-up of 200 MWd/kgHM and a mass loss of 0.1% in each
reprocessing cycle, a theoretical P&T efficiency of 99.5% in mass
reduction is possible (Magill et al., 2003).
The major source for losses during hydrometallurgical process-
ing, like the PUREX process, occurs by shredding and dissolving the
spent fuel rods (Head–End) (Renn, 2014, p.107). Since the molten
salt reactor (MSR) is based on liquid fuel, this process step is not
required leading to a short reprocessing time. Therefore, MSR,
which is part of the generation IV reactor designs (Gen IV
International Forum, 2013), should be of particular interest for
P&T, as shown and discussed in this paper.
The potential of a high P&T efficiency has been the subject of
numerous investigations (Delpech et al., 1999). Although the num-
ber of facilities for the P&T process has been mentioned in some
studies, no particular attention has been paid to the duration
(OECD, 2009). The reason for this might be that the benefit of
P&T for final disposal has been of primary interest (Nishihara
et al., 2008; González-Romero, 2011).
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process is analyzed in the present paper. In addition to burn-up
and reprocessing losses, the refreshing time for the fuel and the
deployed thermal power of the facility are considered.
In order to calculate the P&T efficiency, the mass flow within
the P&T process is described by five sectors which are defined in
the method section. Then, values for the parameters of the cal-
culation are determined. Next, the influence of each parameter is
studied by varying one parameter while the others are kept con-
stant. By calculating all possible combinations for the variations,
the upper and lower duration for a certain P&T efficiency is
obtained. The reasons for the large variation in duration are dis-
cussed and, as a result, the molten salt reactor is introduced as a
plausible solution to realize the potential of a short duration for
any P&T efficiency.
2. Method
In order to calculate the duration necessary to achieve a specific
P&T efficiency, the fraction of the mass which has been incinerated
has to be documented. For this reason, the mass flow of the P&T
process was tracked by five material sectors. According to each sec-
tor an equation describes the mass quantity over time.
In contrast to studies for a specific core or fuel design where the
irradiated fuel has been recorded with isotopic resolution (Hyland
and Gihm, 2011; Malambu et al., 2004), the mass in each sector
was considered as sum of all elements. This means that all isotopes
were incinerated equally. This simplification is a consequence of
investigating not a specific core design, reactor type, or fuel com-
position. As a result neither the decay of radioactive isotopes nor
the influence of the changing fuel composition was investigated.
Instead, all requirements for proper operation were assumed to
be fulfilled and since this paper focuses on the duration, the P&T
process was influenced by specific parameters only. These parame-
ters are the transmutation and partitioning efficiency, the deployed
thermal power, and the refreshing time. Further constant parame-
ters used in the equations are the cycle length and the availability
of the facilities.
Using above-mentioned parameters, five mass sectors were
characterized. These sectors are the storage of manufactured
nuclear fuel for use in the reactor ms, the inventory within the
reactor mI , the fuel in the refreshing process mR, the overall losses
mL, and the incinerated material mT (Fig. 1). The refreshing time
was defined as the time for cooling and reprocessing of the spent
fuel and fabrication of new fuel assemblies.
The section for the manufactured nuclear fuel in storage was
the starting point for material flow development. At time step zero
it was assumed that all TRU elements are available as manufac-
tured nuclear fuel. The development of the stored nuclear fuel
msðtÞ is described byFig. 1. Scheme of the material flow represented by material sectors.msðtÞ ¼ msðt  1Þ mIðt  1Þ=CLþmIðt  1 tRÞ
 P  ð1 TÞ=CLþ ðmIðt  1Þ mIðtÞÞ ð1Þ
The additional mass sections used are mI , which represents the
mass of TRU elements in the reactors, and mR, which is the mass
fed back from the refreshing process. The first term represents the
mass at the previous time step. The second term describes the
extraction of fuel due to cycle length (CL) in the core. CL was chosen
to be four years according to previous transmutation investigations
(Biss, 2014). The third term represents the recirculation from the
refreshing process from mass entered into refreshing at time
t  1 tR. This mass is reduced by the transmutation efficiency T
and partitioning efficiency P . The fourth and last term considers
changes in the usage of the deployed power plants and therefore
the change of the inventory mass of the reactor cores. For example,
a reduced usage of the deployed power leads to an increase in the
storage mass since the inventory mass is reduced.
This handling is based on the assumption that burn-up and
cycle length remain unchanged. This means that changing fuel
composition and its impact on the reactor system were compen-
sated. This is a challenge as in fertile free fuel like it is the case
for TRU fuel reactivity loss is high, which reduces the cycle length.
On the other side, including fertile material would decrease the
burn-up rate, but stabilize the cycle length. One strategy might
be the usage of a fertile free fuel in the first stage. Reactivity loss
could be compensated by an increase in the proton beam in ADS.
In the second stage, a switch to another fuel composition with tho-
rium as fertile material could ensure longer irradiation time, but
decreasing transmutation efficiency for TRU elements (Biss,
2014). Technical challenges like higher neutron flux, higher neu-
tron source in case of an ADS, the switch to another reactor core,
or the reduction of the transmutation zone by replacing fuel
assemblies with reflector material were not discussed, since the
present paper focuses on the duration of the P&T process.
One important fact for the application of the formula is that
mass sectors are changed at the beginning of the time period. For
example, at time step t equals zero the reactors are loaded, but
there is no mass which has been incinerated or is in the refreshing
process. Therefore, mR and mT are zero.
The inventory mass mI is derived by
mIðtÞ ¼ ðPi  AV  CL=TÞ  ðuta  PmÞ;uta 2 ½0; Pi=Pm  N ð2Þ
The minimal thermal power Pm also represents the smallest possi-
ble change of the deployed thermal power Pi. AV stands for avail-
ability of the facility and was set to 0.85 (OECD, 2009, p. 48).
During the burn-up time in the core, the fraction T is incinerated
by nuclear fission. Altogether, the factor within the first brackets
represents the fissionable mass by using the conversion of
1 MWthd equals 1 g of incinerated fissile material. The second factor
describes the utilization of the deployed power capacity by
multiplying Pm by its integer multiple, designated uta. Since a time
step describes the situation at the beginning of the time period, mI
represents the amount of fissile material in a fully loaded reactor. It
should be noted again that at that point the transmutation effi-
ciency T corresponds to the fuel burn-up. As a consequence, this
description of mI is only valid for fertile free systems, because addi-
tional heavy metal for a breeding process is unnecessary.
The mass in the refreshing process is described by
mRðtÞ ¼ mRðt  1Þ þmIðt  1Þ  ð1 TÞ  P=CLmIðt  1 tRÞ
 ð1 TÞ  P=CL ð3Þ
The first term describes the mass that was in the refreshing process
in the previous time step. Additionally, the second term adds the
amount of material which went into the refreshing process at the
end of the previous time step. The inventory mass from the previous
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1=CL is replaced from the reactor in every time step. Furthermore,
only fissile material is fed into the reprocessing process. Since it
was assumed that all fuel assemblies have the same burn-up char-
acteristics, the factor ð1 TÞ is considered to be constant for all
refreshing processes. The fraction which is lost during the partition-
ing is immediately excluded by multiplying the term by the
partitioning efficiency P . Finally, the third term represents
the recirculation into ms after the refreshing time tR. It describes
the same situation as the second term, but at time t  1 tR.
The mass which is transmuted into fission products is described
by
mTðtÞ ¼ mTðt  1Þ þmIðt  1Þ  T=CL ð4Þ
In addition to the already transmuted mass mTðt  1Þ, the mass
transmuted in the previous time step is added with the second
term. This is realized by multiplying the inventory mass mI by
T=CL. The P&T efficiency PT for transuranic elements is calculated
by dividing mT by the initial fissile mass.
The last mass sector represents the losses due to the refreshing
process, which is the process chain of cooling and reprocessing
spent fuel and fabrication of new fuel assemblies.
mLðtÞ ¼ mLðt  1Þ þmIðt  1Þ=CL  ð1 TÞ  ð1 PÞ ð5Þ
It was assumed that losses only occur during reprocessing. This pro-
cess can be characterized by three steps: shredding and dissolving,
separation of the elements, and fabrication of new fuel assemblies.
In this paper only the overall losses were considered. There was no
differentiation between different partitioning processes such us
hydrometallurgical or pyro-chemical. The first term for the descrip-
tion of losses during P&T represents existing losses. The second
term is similar to the second term of Eq. (3) and describes the mass
which has been unloaded from the reactor for reprocessing. Instead
of the partitioning efficiency P , the factor ð1 PÞ is multiplied by
this amount. Since there is no decreasing term, mL increases mono-
tonously and limits the P&T efficiency.
Besides the proper description of the material flow, controllabil-
ity of the deployed thermal power was necessary for the sim-
ulation. As introduced in Eq. (2), uta allows an integer multiple
of the minimal possible power Pm to be used. In each time step
power can be increased or reduced. For simulation, the increase
or decrease was calculated by the available mass. Reduction of
used deployed power was caused by an insufficient amount of fuel
needed for current power.3. Calculation
In order to run proper simulations to estimate the duration of
the partitioning and transmutation process, a set of values for
the parameters described in the method section has to be chosen.
The parameters transmutation efficiency T and partitioning effi-
ciency P were selected on the basis of literature values. In addition
to these parameters, the set of parameters for deployed thermal
power and refreshing time were chosen. After input data are
described in the present section, the simulation run is briefly pre-
sented leading directly to the results section.
The theoretical maximal efficiency of the partitioning and
transmutation process has been calculated as 99.5% (Magill et al.,
2003). This calculation has been based on a transmutation effi-
ciency T of 0.20 and a partitioning efficiency P of 0.999. Both val-
ues are best case assumptions if there is a high share of minor
actinides. Especially for the transmutation efficiency, the value of
0.20 has been assumed to be a reasonable limitation, which is
caused by neutronic behavior like neutron flux, neutron effluences,
embrittlement, or decay heat. Therefore, lower efficiencies of 0.10and 0.15 were included in the set for the burn-up and have been
achieved in special reactor designs (Artioli et al., 2008).
Even if the partitioning efficiency of 0.999 has already been
established for the PUREX process (Salvatores and Palmiotti,
2011), this value is rather high for fuel containing a high share of
minor actinides. Especially the transmutation of Am-241 leads to
a build-up of Cm-242, which causes a high decay heat and alpha
emission due to its half-life of 183 days. Furthermore, emission
of neutrons, which are harder to shield, hinders reprocessing.
However, these are only physical challenges. The chemical ones
are those which determine the efficiency. In the case of MA sep-
aration, the difficulty lies in the chemical similarity to the lan-
thanides (Salvatores and Palmiotti, 2011). An overview of R&D
for the pyro-chemical processes is given in Nawada and Fukuda
(2005). In order to show the impact of the efficiency, a high effi-
ciency of 0.9995 and a lower one of 0.995 were included in the
set for the partitioning efficiency. Although in liquid fuel concept
like in the MSR shredding, additional dissolving, and fabrication
of new fuel assemblies would be redundant, there was no differ-
entiation in the efficiency between the partitioning processes.
This choice was justified by lower experience in pyro-chemical
processes.
Another parameter is the thermal power deployed for the
transmutation process. Besides possible economic considerations,
this power was limited by the inventory mass mI . For simulation,
a deployed thermal power was assumed, which leads to a first
loaded inventory of 1/3 and 1/6 of the total transuranic mass.
The deployed power varies due to the fact that mI is dependent
on the transmutation efficiency (see Eq. (2)). Nevertheless, the
choice of expressing the deployed power in terms of the fraction
of the total inventory rather than the installed power in thermal
units was due to the fact that this present paper investigates the
duration of the P&T process independent of the absolute mass,
which is going to be transmuted.
The refreshing time tR is the last parameter for the calculation. It
is the time for cooling and reprocessing of spent fuel and fabrica-
tion of new fuel assemblies. The cooling and reprocessing time
depends on fuel type and burn-up, because they determine the
level of alpha, gamma, and neutron emissions of spent fuel. A mini-
mum cooling time of 5 years before reprocessing is currently
required, followed by a fuel ageing time of 2 years before repeated
irradiation in a reactor (Grouiller et al., 2003; Camarcat et al.,
2011). For a fuel type with higher content of minor actinides, as
in the case of spent MOX fuel, a refreshing time of 10 years has
been assumed (Ishida and Sekimoto, 2010). However, a refreshing
time of 3 years has been considered feasible with a cooling time of
2.5 years and a reprocessing and manufacturing time of six months
(Fiorina et al., 2013). For this reason the values for the refreshing
time were chosen as 3, 7, and 10 years.
Additionally to this set, a calculation was performed for a
refreshing time of one year and no refreshing time at all. While
no refreshing time is considered as the optimal value, the refresh-
ing time of one year is based on the assumption to use the molten
salt reactor (LeBlanc, 2010). By using liquid fuel, reprocessing is a
continuous process. Helium bubbling allows a gaseous extraction
of all gaseous fission products and noble metals (Delpech et al.,
2009). Although the removal of most fission products and actinides
is taken place off-line, the continuous reprocessing allow the
reprocessing of the entire core volume within 450 days (Heuer
et al., 2014). In the US ORNL–MSBR concept the reprocessing time
of less than 10 days were considered to achieve better breeding
performances (Robertson, 1971).
Table 1 presents an overview of all parameter sets. The duration
for seven efficiencies is presented in figures in which one parame-
ter is flexible and the other three are kept constant. This is done in
order to discuss the impact of the flexible parameter.
Table 1
Set of parameters used to investigate the duration of the P&T process.
Parameter Set of values
Transmutation efficiency 10%, 15%, 20%
Partitioning efficiency 99.50%, 99.90% 99.95%
Deployed thermal power 1/6 and 1/3 of initial transuranic mass
Refreshing time 0, 1, 3, 7, 10 years
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The transmutation of transuranic elements has been considered
in studies about a sustainable nuclear fuel cycle (closed fuel cycle)
(González-Romero, 2011; Camarcat et al., 2011; Fiorina et al.,
2013). In these studies, the duration has not been of specific inter-
est since a long-term use of nuclear power has been assumed. In
the case of nuclear power being phased out, the duration of the
transmutation of the final HLW has been investigated in principle
rather than in detail. Instead, the benefit of the P&T process for a
final repository has been discussed.
With the parameters described in the methods section, the pre-
sent paper focuses on the duration of the P&T process, which was
investigated independent of a specific reactor or fuel concept. The
duration was calculated for 90 different combinations for the
partitioning and transmutation process. The impact of each
parameter is discussed separately in the following.
The influence of partitioning efficiency is shown in Fig. 2. Up to
a transmutation of 80%, differences between partitioning efficien-
cies are insignificant. At 90% the duration of the two higher
efficiencies is still similar while the deviation of the lowest one
rises by 5 and 16 years for P&T efficiencies of 90 and 95%, respec-
tively. P&T efficiencies higher than 95% are only possible for higher
partitioning efficiencies. This is consistent with the calculation of
the maximal P&T efficiency
PT ¼ PT1 ð1 TÞP ð6Þ
derived by Magill et al. (2003). The P&T efficiency PT depends on
the transmutation efficiency T and the partitioning efficiency P .
For a P&T efficiency close to 1, the difference at the duration due
to the partitioning efficiency becomes substantial. There, difference
in the available mass between the efficiencies is found to be
significant.Fig. 2. Duration for achieving a certain P&T efficiency by varying the partitioning effic
refreshing time.Furthermore, it can be seen from the Eq. (6) that also the
transmutation efficiency influences the achievable P&T efficiency
at a given partitioning efficiency. However, for reasons of clarity,
the other parameters are kept constant while discussing one speci-
fic parameter. As a consequence, the transmutation efficiency
variation is varied next.
The transmutation efficiency is one of the most important
parameters for the reactor design. It is, however, difficult to
achieve high burn-up levels because the irradiation causes an
increasing He pressure and decay heat in the solid fuel as
well as swelling or deteriorating of it. A burn-up of 200 MWd/
kgHM was considered as the highest value in multirecycling. This
level is necessary to achieve a P&T efficiency of 99.5% as shown
in Fig. 3.
Apart from the highest P&T efficiencies, the duration is almost
anti-proportional to the burn-up levels. This is expected since the
burn-up represents the amount incinerated per fuel cycle. As a
result, duration is halved when burn-up level is doubled. Due to
the refreshing time and the partitioning efficiency, however, dura-
tion for lower burn-up levels increases faster and the anti-propor-
tional relation between different burn-up levels weakens. This
makes a higher burn-up level even more desirable. Consequently,
a high burn-up is not only important for realizing high P&T effi-
ciency, but for a short P&T process as well.
Another parameter that influences the duration is the thermal
power deployed at the beginning of the P&T process. As mentioned
above, the power is expressed by the fraction of the loaded inven-
tory and the total available inventory at the beginning of the P&T
process. The values of 0.17 and 0.33 are quite high and were cho-
sen to minimize duration as much as possible by this parameter. As
shown in Fig. 4, the impact on duration does not seem to be appre-
ciable. Only for lower P&T efficiencies does the influence of dou-
bling the deployed power seem to be noteworthy. In addition,
the time difference between the two cases seems to be time
independent.
The reason for the low and constant impact of the deployed
power is its utilization. In the case of higher deployed power, the
inventory is used up after two fuel cycles. After that, refreshing
time of 7 years prevents full utilization of deployed capacity. As a
consequence, refreshing time is set to zero in order to maximize
the period where the deployed power can be fully used (Fig. 5).
As a result of this change, the reduction in the duration for a P&T
efficiency of 50% is almost proportional to the ratio of deployediency P and maintaining values for transmutation efficiency, deployed power and
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curves increases to 42 years and remains constant for higher
efficiencies. This is due the fact that the higher deployed power
is only an advantage at the beginning of the process. After a few
fuel cycles, utilization decreases because there is not enough fuel
for full utilization. However, as long as utilization is larger than
for the lower deployed power the duration of the P&T process is
reduced in comparison. In case of no refreshing time, this reduction
is 42 years.
The last parameter investigated is the refreshing time. It covers
cooling and reprocessing of spent fuel and fabrication of new fuel
assemblies. The direct influence of this parameter on the duration
of the P&T process is shown in Fig. 6. Although the impact is not as
great as for the transmutation efficiency, the reduction is apprecia-
ble, especially for higher P&T efficiencies.
Neglecting the impact of the refreshing time, the latter will
probably increase to 10 years due to the higher burn-up and MAFig. 3. Duration for achieving a certain P&T efficiency by varying the transmutation ef
refreshing time.
Fig. 4. Duration for achieving a certain P&T efficiency by varying the deployed power a
time.content. In this way, the P&T process is extended by about almost
a century for a P&T efficiency of 95% in comparison to the refresh-
ing time of 3 years. The value of 10 years for refreshing describes
the business as usual scenario while the value of 3 years stands
for the technically feasible refreshing time for solid fuel, according
to the discussion in the calculation section.
In addition, the use of liquid fuel with on-line reprocessing
could make a cooling and new fabrication of fuel assemblies unne-
cessary. The reprocessing time in a molten salt reactor has been
estimated to be 1 year (Sheu et al., 2013), which is more a theoreti-
cal value because the reprocessing takes place continuously. With
such a short refreshing time, a duration of less than 230 years for
achieving a P&T efficiency of 99.5% is possible as can be seen in
Fig. 7. Therefore, the refreshing time has to be considered as an
important parameter in order to realize high P&T efficiencies in a
shorter time. Especially for these efficiencies, the refreshing time
becomes an essential factor for the duration.ficiency T and maintaining values for partitioning efficiency, deployed power and
nd maintaining values for transmutation and partitioning efficiency and refreshing
Fig. 5. Duration for achieving a certain P&T efficiency by varying the deployed power and maintaining values for transmutation efficiency and deployed power. The refreshing
time is not considered.
Fig. 6. Duration for achieving a certain P&T efficiency by varying the refreshing time for solid fuel and maintaining values for transmutation and partitioning efficiency and
deployed power.
Fig. 7. Duration for achieving a certain P&T efficiency by varying the refreshing time for solid (3 years) and liquid fuel (0, 1 year) and maintaining values for transmutation
and partitioning efficiency and deployed power.
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Fig. 8. Duration for achieving a certain P&T efficiency for different refreshing times and the maintained parameters burn-up (200 MWd/kgHM), partitioning efficiency (99.9%),
and deployed thermal power (0.33 Inv.). The refreshing time (sum of cooling, reprocessing and fabrication time) is in the range of 3–7 years for solid fuel. For liquid fuel, a
refreshing time of 1 year (blue area) and none at all (green area) was considered. For interpretation of the references to color in this figure legend, the reader is referred to the
web version of this article.
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In the following approximations made for the calculations are
discussed. Moreover, the molten salt reactor is described in more
detail because this reactor concept could be the key for a short
P&T process.
One approximation was constant transmutation efficiency dur-
ing the P&T process. Especially for the ambitious rate of 20% per
cycle, several challenges were assumed to be solved. For starters,
only fertile free fuel consisting of TRU was used. By that, a high
content of plutonium would be necessary to reach criticality. The
reactivity loss would be high, since no breeding of new fissile
material was assumed. The transmutation of americium into pluto-
nium might stabilize the keff but only if americium content is high
enough (Artioli et al., 2008). Based on the composition of TRU, this
is not the case in a phase-out scenario (Biss, 2014). Reactivity loss
would make it necessary to feed new fissile material which short-
ens the cycle length. Conversely, the cycle length was kept con-
stant too. Despite the cycle length, the changing plutonium
vector would decrease the reactivity gained by refueling repro-
cessed fuel into a core. As a consequence of a constant burn-up
and cycle length approximation, the calculation for a given
transmutation efficiency underestimates the duration.
A solution might be the usage of ADS at beginning of P&T as a
single-facility type solution because a high burn-up for TRU can
be achieved per fuel cycle (OECD, 2009). By increasing proton
beam, reactivity loss can be compensated to a certain extend
allowing additional flexibility for ensuring the assumed conditions
for burn-up and cycle length. Alternatively, the MSR could be used
already in this phase because it has also high fuel flexibility regard-
ing to fuel composition (Ignatiev et al., 2014) and additionally pro-
vide a low refreshing time. At a certain point the unfavorable
remaining plutonium vector would make it necessary to switch
to fuel with breeding material. In this second phase, the molten salt
reactor could be used to incinerate the remaining TRU and breed-
ing new fissile material by thorium. The usage of thorium would
prevent the build up of new TRU. But also in this solution, it needs
to be kept in mind that with decreasing amount of TRU in the core
more and more fission taking place by the breeded material caus-
ing a longer irradiation time to achieve aspired burn-up for TRU.
Avoiding of running a breeder reactor at the end limits this phase
as well. Furthermore, left over of breeded U-233 has to be usedabroad or the target of reducing the long term effects of TRU is
corrupted.
The reason why molten salt reactor is favoured as key for short-
ing the P&T process lies not only in liquid fuel. Also the safety char-
acteristics are conclusive. The continuous processing and feed in of
new fissile material avoid the necessity of initial reactivity reserves
(Delpech et al., 2009) and as consequence no burnable poison has
to be added. Additionally, as shown for the MOSART design, the
strong negative reactivity coefficient of the fuel salt temperature
leads to an inherently stable reactor design for all basic transient
conditions (LeBlanc, 2010; Zhang et al., 2009). Furthermore, the
partitioning losses remain in the fuel. Since in reprocessing the fis-
sion products and lanthanides are extracted, losses of such ele-
ments remain in the fuel. This reduces the transmutation
performance but not overall transmutation efficiency.
Despite the advantages of molten salt reactor, there are still
open challenges. For instance, the pyro-chemical process needs
still intensive research. Furthermore, ‘‘closed safety approaches
for liquid fuel reactors in conjunction with the fuel processing
has not been developed up to now ’’ (Merk et al., 2014).
Another improvement which could be achieved in the molten
salt reactor due to the unnecessary fuel change is the enhancement
of the availability. This, however, would only be the case if stability
of the structural material is not diminished by the influence of high
temperature, high neutron irradiation, and exposition to corrosive
media (Merk et al., 2014), which would lead to more frequent
breaks caused by maintenance.
6. Conclusion
Partitioning and Transmutation (P&T) offers an opportunity to
reduce the quantity of transuranic elements by converting it into
fission products. Although decay heat and radiotoxicity would
increase in the short term, on the long term P&T would reduce vol-
ume, decay heat, and radiotoxicity of long lived HLW in a long-
term repository. While these aspects have been investigated
extensively, duration of the P&T concept has not been considered
as a significant part of the discussion. This is most likely due to
the fact that P&T is seen as a part of a long-term strategy for the
use of nuclear power. In the case of nuclear power being phased
out, however, the duration should be considered in P&T
implementation.
32 K.H. Biss, B. Thomauske / Annals of Nuclear Energy 83 (2015) 25–33Therefore in the present paper, besides the transmutation and
partitioning efficiency which determine the P&T efficiency, the
parameters refreshing time and deployed power were additionally
included in order to estimate a minimal duration. As a result of
varying the parameters, the duration can be reduced significantly.
In line with previous investigations, transmutation efficiency is the
crucial parameter, not only for P&T efficiency but for duration as
well.
In addition, it is shown that the refreshing time (sum of cooling,
reprocessing, and fabrication time) is the second significant
parameter for shortening the duration. It not only reduces the
duration directly but also implicitly by increasing the use of a
higher deployed capacity at the beginning of the P&T process.
In view of the importance of the refreshing time, the duration is
illustrated in Fig. 8 with the best case values for the other parame-
ters. There is quite significant potential for reducing the duration
for solid fuel, which follows from a reduction of refreshing time
from 7 to 3 years. However, only for liquid fuels a refreshing time
under 1 year seems to be achievable, corresponding to a shorter
duration. In case of a long-term use of nuclear power, the use of
the molten salt reactor concept should strongly be considered.
Since the benefit of P&T has been characterized by different
indicators for the final repository such as heat load, volume and
radiotoxicity reduction, it has to be kept in mind that in this paper
the P&T efficiency only describes the mass reduction. The reduc-
tion for the other indicators might be similar but not the same,
especially for different periods of storage.
Furthermore, the used parameters were kept constant for the
entire calculation, which is especially at the end phase of P&T an
approximation. As a consequence of this approximation the calcu-
lated duration most likely underestimates the real time for the P&T
process.
As a result of the findings in this paper, future work should con-
centrate on analyzing a proper implementation of the P&T process
by considering in particular transmutation efficiency as well as the
refreshing time. Additionally, the relation between P&T efficiency,
duration, and costs should be investigated to develop a effective
strategy for P&T. This includes number, controllability, and
installed power of reactors to be built.
References
Artioli, C., Chen, X.-N., Gabrielli, F., Glinatsis, G., Liu, P., Maschek, W., Petrovich, C.,
Rineiski, A. Sarotto, M., Schikorr, M., 2008. Minor actinide transmutation in
ADS: the EFIT core design. International Conference on the Physics of Reactors
Nuclear Power: A Sustainable Resource.
Biss, K., 2014. Transmutation von Transuranen in einem gasgekühlten
beschleunigergetriebenen System, Dr., RWTH Aachen, Jülich, Diss. (2014). URL
http://juser.fz-juelich.de/record/156033.
Camarcat, N., Garzenne, C., Mer, J.L., Leroyer, H., Desroches, E., Delbecq, J.-M., 2011.
Industrial research for transmutation scenarios. Comptes Rendus Mécanique
339 (4), 209–218. http://dx.doi.org/10.1016/j.crme.2011.01.006.
Carbajo, J.J., Yoder, G.L., Popov, S.G., Ivanov, V.K., 2001. A review of the
thermophysical properties of MOX and UO2 fuels. J. Nucl. Mater. 299 (3),
181–198. http://dx.doi.org/10.1016/S0022-3115(01)00692-4.
Delpech, M., Tommasi, J., Zaeta, A., Salvatores, M., Mouney, H., Vanbenepe, G., 1999.
The Am and Cm transmutation, physics and feasibility. In: Proc. Int. Conf. Future
Nuclear Systems, GLOBAL’99.
Delpech, S., Merle-Lucotte, E., Heuer, D., Allibert, M., Ghetta, V., Le-Brun, C., Doligez,
X., Picard, G., 2009. Reactor physic and reprocessing scheme for innovative
molten salt reactor system. J. Fluorine Chem. 130 (1), 11–17. http://dx.doi.org/
10.1016/j.jfluchem.2008.07.009.
Fiorina, C., Stauff, N.E., Franceschini, F., Wenner, M.T., Stanculescu, A., Kim, T.K.,
Cammi, A., Ricotti, M.E., Hill, R.N., Taiwo, T.A., Salvatores, M., 2013. Comparative
analysis of thorium and uranium fuel for transuranic recycle in a sodium cooled
Fast Reactor. Ann. Nucl. Energy 62, 26–39. http://dx.doi.org/10.1016/
j.anucene.2013.06.001.
Gen IV International Forum, Annual Report, 2013. URL https://www.gen-4.org/gif/
jcms/c_64097/2013-gif-annual-report.
González-Romero, E., 2011. Impact of partitioning and transmutation on the high
level waste management. Nucl. Eng. Design 241 (9), 3436–3444. http://
dx.doi.org/10.1016/j.nucengdes.2011.03.030, Seventh European Commissionconference on Euratom research and training in reactor systems (Fission
Safety 2009).
Grouiller, J., Pillon, S., Saint Jean, C., Varaine, F., Leyval, L., Vambenepe, G., Carlier, B.,
2003. Minor actinides transmutation scenario studies with PWRs, FRs and
moderated targets. J. Nucl. Mater. 320 (1-2), 163–169. http://dx.doi.org/
10.1016/S0022-3115(03)00184-3, 2nd Seminar on European Research on
Materials for Transmutation, Karlsruhe, Germany, Sep 26–27, 2002.
Heuer, D., Merle-Lucotte, E., Allibert, M., Brovchenko, M., Ghetta, V., Rubiolo, P.,
2014. Towards the thorium fuel cycle with molten salt fast reactors.
Ann. Nucl. Energy 64 (0), 421–429. http://dx.doi.org/10.1016/j.anucene.
2013.08.002.
Hyland, B., Gihm, B., 2011. Scenarios for the transmutation of actinides in CANDU
reactors. Nucl. Eng. Design 241 (12), 4794–4802. http://dx.doi.org/10.1016/
j.nucengdes.2011.03.039, the 18th International Conference on Nuclear
Engineering (ICONE-18).
Ignatiev, V., Feynberg, O., Gnidoi, I., Merzlyakov, A., Surenkov, A., Uglov, V., Zagnitko,
A., Subbotin, V., Sannikov, I., Toropov, A., Afonichkin, V., Bovet, A., Khokhlov, V.,
Shishkin, V., Kormilitsyn, M., Lizin, A., Osipenko, A., 2014. Molten salt actinide
recycler and transforming system without and with Th-U support: fuel cycle
flexibility and key material properties. Ann. Nucl. Energy 64, 408–420. http://
dx.doi.org/10.1016/j.anucene.2013.09.004.
Ishida, S., Sekimoto, H., 2010. Finding the best fuel assemblies shuffling scheme of
ADS for MA transmutation using Dynamic Programming. Nucl. Eng. Design 240
(10), 3645–3653. http://dx.doi.org/10.1016/j.nucengdes.2010.07.008, 4th
International Topical Meeting on High Temperature Reactor Technology (HTR
2008), with Regular Papers.
LeBlanc, D., 2010. Molten salt reactors: a new beginning for an old idea. Nucl. Eng.
Design 240 (6), 1644–1656. http://dx.doi.org/10.1016/j.nucengdes.2009.12.033.
Magill, J., Berthou, V., Haas, D., Galy, J., Schenkel, R., Wiese, H., Heusener, G.,
Tommasi, J., Youinou, G., 2003. Impact limits of partitioning and transmutation
scenarios on the radiotoxicity of actinides in radioactive waste. Nucl. Energy J.
Brit. Nucl. Energy Soc. 42 (5), 263–277.
Malambu, E., Haeck, W., Sobolev, V., 2004. MA and LLFP Transmutation Performance
Assessment in the MYRRHA Small-scale ADS. In: Eighth Information Exchange
Meeting, Las Vegas, Nevada.
Merk, B., Rohde, U., Glivici-Cotruta, V., Litskevich, D., Scholl, S., 2014. On the use of a
molten salt fast reactor to apply an idealized transmutation scenario for the
nuclear phase out. PLoS One 9 (4), e92776. http://dx.doi.org/10.1371/
journal.pone.0092776.
Nawada, H.P., Fukuda, K., 2005. Role of pyro-chemical processes in advanced fuel
cycles. J. Phys. Chem. Solids 66 (2-4), 647–651. http://dx.doi.org/10.1016/
j.jpcs.2004.07.022, Proceedings of the 11th International Conference on High
Temperature Materials Chemistry (HTMC-XI).
Nishihara, K., Nakayama, S., Morita, Y., Oigawa, H., Iwasaki, T., 2008. Impact of
partitioning and transmutation on LWR high-level waste disposal. J Nucl. Sci.
Technol. 45 (1), 84–97. http://dx.doi.org/10.3327/jnst.45.84.
Ochoa, R., Vázquez, M., Álvarez Velarde, F., Martín-Fuertes, F., García-Herranz, N.,
Cuervo, D., 2013. A comparative study of monte carlo-coupled depletion codes
applied to a sodium fast reactor design loaded with minor actinides. Ann. Nucl.
Energy 57 (0), 32–40. http://dx.doi.org/10.1016/j.anucene.2013.01.039.
OECD, Accelerator-driven Systems (ADS) and Fast Reactors (FR) in Advanced
Nuclear Fuel Cycles, vol. NEA3109, NEA-OECD, 2002. URL http://www.oecd-nea.
org/ndd/reports/2002/nea3109.html.
OECD, Nuclear Fuel Cycle Transition Scenario Studies, 2009. Nuclear Science NEA
No. 6194 p. 39–54, ISBN 978-92-64-99068-5. http://dx.doi.org/10.1787/
9789264107083-en.
Oigawa, H., Tsujimoto, K., Nishihara, K., Sugawara, T., Kurata, Y., Takei, H., Saito, S.,
Sasa, T., Obayashi, H., 2011. Role of ADS in the back-end of the fuel cycle
strategies and associated design activities: The case of Japan. J. Nucl. Mater. 415
(3), 229–236. http://dx.doi.org/10.1016/j.jnucmat.2011.04.032, proceedings of
the International DEMETRA Workshop on Development and Assessment of
Structural Materials and Heavy Liquid Metal Technologies for Transmutation
Systems.
Ramirez, J.R., Enriquez, P., Castillo, R., Alonso, G., 2012. MOX fuel use in a BWR with
extended power up-rate. Ann. Nucl. Energy 50 (0), 63–70. http://dx.doi.org/
10.1016/j.anucene.2012.07.008.
Renn O., 2014. Partitionierung und Transmutation Forschung – Entwicklung –
Gesellschaftliche Implikationen. URL http://www.acatech.de/de/publikationen/
publikationssuche/detail/artikel/partitionierung-und-transmutation-forschung-
entwicklung-gesellschaftliche-implikationen.html.
Robertson, R.C., 1971. Conceptual design study of a single fluid molten-salt breeder
reator, OAK Ridge National Laboratory.
Salvatores, M., Palmiotti, G., 2011. Radioactive waste partitioning and
transmutation within advanced fuel cycles: Achievements and challenges.
Progr. Particle Nucl. Phys. 66 (1), 144–166. http://dx.doi.org/10.1016/
j.ppnp.2010.10.001.
Sheu, R., Chang, C., Chao, C., Liu, Y.-W., 2013. Depletion analysis on long-term
operation of the conceptual Molten Salt Actinide Recycler & Transmuter
(MOSART) by using a special sequence based on SCALE6/TRITON. Ann. Nucl.
Energy 53 (0), 1–8. http://dx.doi.org/10.1016/j.anucene.2012.10.017.
Song, H., Kim, S.-J., Jang, J., Kim, Y.-I., 2008. Core performance and safety
implications of TRU burning: Medium to large fast reactor core concepts. In:
10th Information Exchange Meeting, Mito, Japan.
W. van Rooijen, J.L. Kloosterman, Gas-Cooled Fast Reactor: A Historical Overview
and Future Outlook, Science and Technology of Nuclear Installations ID 965757
(2009) 11. http://dx.doi.org/10.1155/2009/965757.
K.H. Biss, B. Thomauske / Annals of Nuclear Energy 83 (2015) 25–33 33Von Lensa, w., Nabbi, R., Rossbach, M., 2008. RED-IMPACT: Impact of Partitioning,
Transmutation and Waste Reduction Technologies on the Final Nuclear Waste
Disposal, Vol. 15 of Schriften des Forschungszentrums Jülich: Energie &
Umwelt/Energy & Environment, Forschungszentrum, Zentralbibliothek, Jülich,
record converted from JUWEL: 18.07.2013. URL http://juser.fz-juelich.de/
record/1315.Zhang, D., Qiu, S., Su, G., 2009. Development of a safety analysis code for molten salt
reactors. Nucl. Eng. design 239 (12), 2778–2785. http://dx.doi.org/10.1016/
j.nucengdes.2009.08.020.
Zhang, Y., Wallenius, J., Jolkkonen, M., 2013. Transmutation of americium in a large
sized sodium-cooled fast reactor loaded with nitride fuel. Ann. Nucl. Energy 53
(0), 26–34. http://dx.doi.org/10.1016/j.anucene.2012.08.009.
